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E80-PE80-P Sealed Snap-Acting Momentary Pushbutton Switches

(A)

The right angle P.C terminals, please see the (B)

E 8 7 0 1 2 C Q S 2 0C V 1 N

(B) 8 7E 0 1 4A C V 1 2 QN

SPECIFICATIONS
CONTACT RATING: 1A@120 VAC or 28 VDC
ELECTRICAL LIFE:50,000 make-and-break cycles at full load
CONTACT RESISTANCE: 20 m max. initial @2-4 VDC,100 mA
INSULATION RESISTANCE: 1,000 M min.
DIELECTRIC STRENGTH: 1,000 V RMS @ sea level.
OPERATING TEMPERATURE: -30 C to +85 C
MATERIALS
CASE &BUSHING - Glass filled nylon 6/6 or nylon 4/6 (UL94V-0)
PLUNGER - Glass filled nylon or glass filled polyester (UL94V-0), with intermal�

o-ring seal standard
SWITCH SUPPORT - Copper alloy or steel, tin plated
CONTACT AND TERMINAL - Copper alloy, silver plated�
TERMINAL SEAL - Epoxy

How do you build the switches you need!!
The straight type, please see the (A);

Switches Function Cap Cap color Bushing

Termination

Contact Material

Vertical support
Bracket

E8701
E8702

SPDT on-mon
DPDT on-mon

none
CV
CV1
CV2
CV4

(none)
5.08
7.55
9.53
dress nut

1 white
2 black
3 red
4 orange
5 yellow
6 green
7 blue
8 brown
9 gray

E
N

Thd. Key-way 8.89
Non-thd/key-way 6.35

B solder lug
C P.C 1.27width

Q silver plated
R gold plated
G gold over silver

(none)
S20 11.68

Switches Function Right Angle Cap Cap color Bushing

Contact Material

E8701
E8702

SPDT on-mon
DPDT on-mon

A4 Horizon
A5 Vertical

none
CV
CV1
CV2

(none)
5.08
7.55
9.53

1 white
2 black
3 red
4 orange
5 yellow
6 green
7 blue
8 brown
9 gray

N (Std.) non-thd/key-way

Q silver plated
R gold plated
G gold over silver

RoHS code
= none
= RoHS CompliantH

RoHS code
= none
= RoHS CompliantH
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E80-PE80-P Sealed Snap-Acting Momentary Pushbutton Switches

SPDT

E8701-A4-NQ

Model
No.

Switching position

Term. Comm.

E8701-A4 on mom

1-3 1-2

3NC
1

2
Comm

.030 TYP.
(0.76)

.200
(5.08) .185 TYP.

(4.70)

.112
(2.84)

.260
(6.60)

.500

1

2
3

(12.70)

COMM. NO NC

SECTION A-A

.048 TYP.
(1.22)

.122 DIA.
(3.100)

.243
(6.17)

.016 TYP.
(0.41)

.500

A

A EPOXY SEAL

(12.70)

.125
(3.18)

1

.050 TYP.
(1.27)

.071 MAX.
(1.80)

.282
(7.16)

SPDT

E8701-NCQ

Model
No.

Switching position

Term. Comm.

E8701 on mom

1-3 1-2

3NC
1

2
Comm

.219
(5.56)

.255 DIA.
(6.480)

.260
(6.60)

.500
(12.70)

.050 typ.

3 NC

2 NO

1 COMM.

(1.27)
TERM.WIDTH

.122 DIA.
(3.100)

.264
(6.70)

.282
(7.16) .600

(15.24)
.250

(6.35)

.185 TYP.

EPOXY SEAL

(4.70)

.030 TYP.
(0.76)

SPDT

E8701-A5-NQ

Model
No.

Switching position

Term. Comm.

E8701-A5 on mom

1-3 1-2

3NC
1

2
Comm

.260
(6.60)

.500
(12.70)

.048 TYP.
(1.22)

.200

NC

NO

COMM.

(5.08)

SECTION A-A

1

2
3

.050 TYP.
(1.27)

.282
(7.16)

.071 MAX.
(1.80)

.243
(6.17)

.500

A

A

(12.70)

.122 DIA.
(3.100)

EPOXY SEAL

.125321
(3.18)

.150 TYP.
(3.81)

.030 TYP.
(0.76)

DPDT

E8702-A4-NQ

Model
No.

Switching position

Term. Comm.

E8702-A4 on mom

1-3 2-2
4-6 4-5

3
1

2
Comm

6
4
5

Comm

.500
(12.70)

.450

4
5

6

2 3 (11.45)

.108
(2.74).200

(5.08)

.185 TYP.
(4.70)

.030 TYP.
(0.76)

COMM. NO NC

SECTION A-A

.048 TYP.
(1.22)

.071 MAX.
(1.80)

.282
(7.16)

.500
(12.70)

.150
(3.81)

.050 TYP.
(1.27)

.125
(3.18)

.243

EPOXY SEAL

(6.17)

.016 TYP.
(0.41)

A

A

.122 DIA
(3.100)

DPDT

E8702-A5-NQ

Model
No.

Switching position

Term. Comm.

E8702-A5 on mom

1-3 2-2
4-6 4-5

3
1

2
Comm

6
4
5

Comm

14

5
6

NC

NO

COMM.

2
3

.045
(11.43)

.500
(12.70)

.200
(5.08)

.048 TYP.
(1.22).050 TYP.

(1.27).190
(4.83)

.125
(3.18 )

.150 TYP.
(3.81 )

.030 TYP.
(0.76 )

.500

.071 MAX.
(1.80)

A

A

(12.70)
.243

(6.17)

.282
(7.16)

EPOXY SEAL

.122 DIA
(3.100)

DPDT

E8702-NCQ

Model
No.

Switching position

Term. Comm.

E8702 on mom

1-3 1-2
4-6 4-5

3
1

2
Comm

6
4
5

Comm

.450
(11.43)

.190
(4.83)
TYP.

.050 TYP.
(1.27)
TERM.WIDTH

.500

6

5

4

3 NC

2 NO

1 COMM.

(12.70)

EPOXY SEAL

.185 TYP.
(4.70)

.030 TYP.
(0.76)

.060
(1.52)

.282
(7.16)

.600
(15.24)

.500
(6.35)

.250
(6.35)

.122 DIA
(3.100)

.219
(5.56)

.255 DIA.
(6.480)
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E80-PE80-P

CAP & ACTUATOR
OPTIONS

1

2
3
4
5
6
7

8
9

White
Black(Std.)
Red
Orange
Yellow
Green
Blue
Brown
Gray

TERMINAL OPTION (only for the straight type)

CONTACT MATERIAL OPTION

Bushing Option

Cap Option Cap color Option

E N

without lock ring

Panel mounting Dimension P.C.B. mounting Dimension

with lock ring

CV CV1 CV2

.200 DIA

5.08ø

.238

6.05

.218

5.54

.375 DIA

9.53ø

.250

6.35
.196

5.00

.297 DIA

7.55ø

.297

7.55
5.76

.226

.312

7.95

.218

.219
(5.56)

.255 DIA.
(6.480)

.250
(6.35)

.240 DIA.
(6.100)

KEYWAY
1/4-40 UNS

1

3

2

.350
(8.89)

.022
0.55

.033
0.85

.250 DIA
6.35ø

.250 DIA
6.35ø

.240
6.10

.094 DIA
2.38ø

.500
12.70

.185
4.69.200

5.08

.073 DIA
ø1 .85

E8701-A4 E8702-A4

.073 DIA
ø1 .85

.500
12.70

.200
5.08

.185
4.69

.150
3.81

E8701-A5

.200
5.08

.500
12.70

.150
3.81

.073 DIA
ø1 .85

E8702-A5

.200
5.08

.500
12.70

.190
4.83

.150
3.81

.073 DIA
ø1 .85

CODE CONTACT MATERIAL TERMINAL MATERIAL RATING
Q

R
G

Silver plated

Gold plated over nickel plated
Gold plated over silver plated

Silver plated

Gold plated over nickel plated
Gold plated over silver plated

1A@ 120V AC or 28 V DC;

0.4 VA MAX@ 20V AC or DC MAX
0.4 VA MAX @ 20 V AC or DC MAX or
1 A@ 120V AC or 28 V DC;

B STD C
PRINTED CIRCUIT

THK 0.76 (.030) THK 0.76 (.030)

.261

6.62

.075

1.91

.062

1.57

EPOXY SEAL

THK 0.76 (.030)

D QUICK CONNECT

.261

6.62

.082

2.08

.075

1.90

.261

6.62

.046

1.16

.215

5.46

Sealed Snap-Acting Momentary Pushbutton Switches
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E80-PE80-P

The hard ware of E80-P push button switches

E8701-NCQ-S20

P.C. MOUNTING

P.C. MOUNTING

S20 (SPDT)

S20 (DPDT)

VERTICAL SUPPORT BRACKET OPTION
(only apply the straight type terminal. Please build the terminal option is "C" code)

E8702-NCQ-S20

.180
(4.57)

4 5 6
C NO NC

.620
(15.75)

.030 x .050 TYP.
(0.76) (1.27)

.020 TYP.
(0.51)

.185 TYP.
(4.70)

EPOXY SEAL

.264
(6.70)

.122 DIA.
(3.100)

.071 MAX.
(1.80)

.460
(11.68)

.185
(4.70)

.320
(8.13)

.048 TYP.
(1.22)

.125
(3.18)

.071 MAX.
(1.80)

.320
(8.13)

.048 TYP.
(1.22)

.450
(11.43)

.460
(11.68)

.185
(4.70)

.125
(3.18)

.122 DIA.
(3.100)

.370
(9.40)

.620
(15.75)

.125 TYP.
(3.18)

.073 DIA.
(1.850)
TYP.

.370
(9.40)

.620
(15.75)

.190 TYP.
(4.83)

.125
(3.18)

.073 DIA.
(1.850)
TYP.

.180
(4.57)

.620
(15.75)

.030 x .050 TYP.
(0.76) (1.27)

.020 TYP.
(0.51)

.185 TYP.
(4.70)

EPOXY SEAL

.264
(6.70)

1 2 3
C NO NC

DRESS NUT

1/4-40UNS

.352
8.94

.372 DIA
9.45ø

.118
3.00

1/4-40UNS

.315
8.00

.059
1.50

STD.

NUT

.065
1.65

.029
0.74

.468 DIA
ø11.89

LOCKING RING

.018
0.46 THK

STD. .408 DIA
ø10.36

LOCK WASHER

Sealed Snap-Acting Momentary Pushbutton Switches


